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Abstract 

The heat transfer effect of sliding bubbles is discussed in two aspects based on new experimental findings: 

(i) the area of bubble influence and (ii) bubble sliding characteristics influencing the degree of wall heat transfer. 

One notable finding was that the bubble sliding behavior, characterized by sliding trajectories, played a crucial role 

in determining the area of bubble influence and the bubble influence factor (K). Also, such sliding characteristic was 

observed strongly dependent on the sliding bubble size. An empirical model has been proposed based on this finding 

to evaluate the bubble influence factor (K) for the sliding bubbles. Another experimental finding was that the bubble 

sliding characteristic, represented by bubble spreading factor (S), had a significant impact on the degree of wall heat 

transfer induced by sliding bubbles. This is due to the fact that the bubbles spread across the heater width as they 

slid downstream, which reduced the effective frequency of sliding bubbles per unit wall area. These new findings 

not only improve our understanding of the heat transfer associated with sliding bubbles, but also are expected to 

contribute to improving the insight in the existing CFD boiling heat transfer models.    
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Nomenclature 

A area [m
2
] 

b growth constant 

cp specific heat [J/kg/K] 

D bubble diameter [m] 

h heat transfer coefficient [W/m
2
/K] 

hfg latent heat of vaporization [J/kg] 

H0 heater width [m] 

H relative location across the heater width 

within H0 

HSC high-speed camera 

IR infrared 

Ja Jacob number (
fgg

pl

h

Tc



 
 ) [-] 

K bubble influence factor [-] 

k thermal conductivity [W/m/K] 

lsl sliding distance [m] 

L0 total heater length [m] 

L relative location along the heater length 

within L0 

N.S nucleation site 

Pr Prandtl number 

R bubble radius [m] 

s spacing or distance between nucleation sites 

[m]  

T temperature 

ub local bubble velocity [m/s]  

ul  local liquid velocity [m/s] 

ul,bulk  bulk liquid velocity [m/s] 

 

Greeks 

ρ density [kg/m
3
] 

σ surface tension [N/m] 

α thermal diffusivity [m
2
/s] 

 

Subscript 

b bubble 

g gas 

i interface 

l liquid 

sat saturated 

sl sliding
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1. Introduction 

After first observed by Gunther as early as 1950s [1], the sliding bubble has received a great deal of 

attention due to its significant impact on wall heat transfer. Many experimental boiling studies have proven the 

significance of bubble sliding in terms of heat transfer improvement [2-4]. The authors’ recent work also clearly 

demonstrated that, as can be seen in Fig. 1, the drastic improvement of wall heat transfer due to the sliding bubbles 

emanating from a “single” nucleation site. This strongly implies that the bubble sliding impact on wall heat transfer 

can become as important as the bubble nucleation.   

 

 

Fig. 1. A typical observation of Yoo et al. (2016) for the wall heat transfer enhancement by sliding bubbles    

(qw=9.5 kW/m
2
, ∆Tsub,in=4.5°C, G=140 kg/m

2
/s)  

 

In this regard, effort has naturally been increased in CFD boiling research to properly address the heat 

transfer effect of sliding bubbles in subcooled boiling flows [5-7]. From a physical standpoint, two mechanisms are 

mainly involved in the sliding bubble-induced heat transfer: (i) evaporation and (ii) transient conduction. 

Evaporation occurs when the heat of the wall is passed through a thin liquid film between the wall and the sliding 

bubble, which causes the sliding bubbles to grow. Meanwhile, the sliding bubbles repeatedly disrupt the thermal 

boundary layer above the heated wall, during which considerable heat from the wall can be removed from the wall 
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(transient conduction). In CFD boiling analysis, several physical parameters, so-called “sliding bubble parameters”, 

are used to model the sliding bubble-induced heat transfer. The sliding bubble parameters typically used for CFD 

boiling analysis include sliding bubble size (or growth), bubble sliding distance, bubble sliding velocity, and area of 

bubble influence, etc. Table 1 summarizes the modeling approaches taken by the existing CFD boiling studies for 

the sliding bubble parameters. 

  

Table 1. Modeling of fundamental sliding bubble parameters in CFD boiling studies 

 

Bubble growth 

during sliding 

(evaporation) 

Sliding bubble 

coalescence 

Bubble sliding 

velocity 

Area of bubble 

influence (or bubble 

influence factor)  

Sliding distance 

Kurul and 

Podowski [8]  
- - - 

Delvalle and Kenning 

[9] (see Eq. (1) and 

Table 2 below) 

- 

Basu et al. [5] Basu et al. [5] (1)  
Reduction factor 
(4) 

5.0
slvb tCu   (5) Asl=C∙Dsl∙l 

(8) 
5.1

3

2
slvsl tCl   (5) 

Yeoh et al. [6] 
Zuber [10], b=0.21 
(2) 

Reduction factor 
(4) 

5.0
slvb tCu   (5) 

Judd and Hwang [11] 

(see Eq. (1) and Table 

2 below) 

5.1

3

2
slvsl tCl   (5) 

Bae et al. [12] 
Zuber [10], b=1.73 
(2) 

Reduction factor 
(4) 

ub=0.5ul 
(6) - 

Force balance 

model 

Yun et al. [13] 
Yun et al. [13], 

b=1.56 (3) 
- ub=ul  

Delvalle and Kenning 

[9] (see Eq. (1) and 

Table 2 below) 

Force balance 

model 

Gilman [7] Basu et al. [5] (1) 
Reduction factor 
(4) 

ub=ul 
(7) Asl=Dsl∙lsl lsl=Nmerged·s+lsl

’ (9) 

 

(1)
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(where D0 is the initial sliding diameter, ReD is the Reynolds number based on bubble diameter). This empirical 

correlation was derived based on the Maity [14] for a sliding bubble on a vertical surface.  

(2)
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)(   (where b is an empirical constant).  
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)(   (where b=1.56, s=2, qi=hi(Tsat-Tl), hi=kl/Db(2+0.6ReD
0.5
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0.3
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(4)

 Reduction factor is defined by considering the sliding distance (lsl) and the spacing between nucleation sites (s) 

[5].    
(5) 

This was first proposed by Basu et al. [5]. Cv is an acceleration coefficient defined as 12.3 ,  bulklv uC . 

(6)
 This relation was first proposed by Situ et al. [15] and, Bae et al. [12] apply it to estimate the shear-lift force. 

(7)
 Gilman [7] assumed this relation to determine the bubble sliding time (tsl=lsl/ub) and subsequently to calculate the 

growth of sliding bubble. Gilman [7] evaluated the shear-lift force based on the velocity difference between the 

bubble adjacent to the wall (ub=ul) and bulk liquid (ul,bulk).  
 (8)

 Asl is the sliding area swept by sliding bubble, where C denotes the ratio of bubble base to the average sliding 

bubble diameter. C was given by a correlation derived based on the Maity [14] [i.e., C=1-exp(-2φ
0.6

), φ is the static 

contact angle in degrees]. 
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 (9)
 Nmerged denotes the number of bubble coalescence during sliding, s is the spacing between nucleation sites, lsl

’
 is 

the sliding distance travelled from the last event of coalescence to lift-off. 

 

Table 1 shows that the modeling of sliding bubble parameters still highly rely on simplifying assumptions, 

empirical constants, and empirical models developed originally for non-sliding bubbles. In addition, the individual 

models and assumptions shown in Table 1 have rarely been validated against experimental data. From the 

experimental standpoint, this is because the sliding bubble parameters are often very difficult to measure through 

visualization due to the high complexity and random nature of the boiling phenomenon. Therefore, a special effort 

based on bottom-up approach is required to gain a deeper insight into those fundamental parameters from boiling 

experiments. For instance, controlling the randomness of boiling phenomenon to enhance the bubble image quality 

would be of great help. In this context, Yoo et al. recently performed a flow boiling experiment while keeping a 

“single” active nucleation site under various subcooled flow boiling conditions [16, 17]. In this experiment, the 

phenomenological complexity induced by the vapor bubbles was minimized, which subsequently allowed clearer 

observation of the sliding bubble dynamics and their effect on wall heat transfer.   

Of many sliding bubble parameters, this paper focuses on the (i) area of bubble influence and (ii) wall heat 

transfer improvement in the presence of sliding bubbles. This study was motivated by the experimental work of Yoo 

et al. (2016) [16, 17]. The main objective is to identify the knowledge gap between the experimental 

observations/findings and the insight in the existing CFD boiling models. 

The area of bubble influence is an important factor that must be well characterized for the wall heat 

partitioning model [6, 8] that has been widely adopted for the CFD boiling researches. In the CFD boiling analysis, 

the area of bubble influence is usually defined as follows: 

                         
4

2
d

i

D
KA


       for a departure bubble (non-sliding)       (1) 

slsli DKlA    for a sliding bubble             (2) 

where Ai is the area of bubble influence, K is the bubble influence factor, Dd is the departure diameter, lsl is the 

sliding distance, and Dsl is the average sliding bubble diameter over the sliding distance ls.  

In Eqs. (1) and (2) the empirical constant K is called bubble influence factor, which determines how widely 

the thermal influential area of bubble spreads as compared to the departure or sliding bubble diameter. Once the K is 
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determined, the wall heat partitioning model assumes that the heat transfer mode of transient conduction (or 

quenching) occurs within the area of bubble influence (Ai) calculated by Eqs. (1) and (2).    

Table 2 shows the values of K available in the literature with the base experiments originally used to 

provide them. The K values have been measured in both pool and flow boiling experiments, but most were from the 

pool boiling experiments with horizontal heater surfaces. Mikic and Rohsenow [18] postulated that the extent of 

bubble influence was twice as large as the bubble departure diameter (i.e., K=4). Within this area of bubble 

influence, the wall heat was assumed to be transferred to the cold liquid drawn by a departing bubble via transient 

conduction. Kenning et al. [19] proposed the K values between 2 and 5 based on the boiling experiment in saturated 

pool. Judd and Hwang [11] and Collier and Thome [20] argued that the area of bubble influence was 1.8 and 2.25 

times larger than the maximum bubble projected area, respectively. Han and Griffith [21] observed the 

hydrodynamic disturbance created by a circular particle detaching from the wall, thereby suggesting K=4. On the 

other hand, unlike previous studies, Moghaddam and Kiger [22] reported that the area of bubble influence was 

strictly limited to the bubble-wall contact area.     

 

Table 2. Experimental observations for bubble influence factor (K)  

Authors Base experiment 
Bubble influence 

factor (K) 
Remarks 

Mikic and Rohsenow [18]  

Han and Griffith [21] 
Pool boiling 4  

Kenning et al. [19] Pool boiling 2-5 
Considering the overlap 

of bubble influence area 

Judd and Hwang [11] Pool boiling 1.8  

Delvalle and Kenning [9] Flow boiling 5.8-7.5 
Considering the overlap 

of bubble influence area 

Collier and Thome [20] Not specified 2.25  

Moghaddam and Kiger [22] Pool boiling 0.25   

Kim [23] Pool boiling K<< 4  

 

In case of flow boiling, Delvalle and Kenning [9] obtained the values of K between 5.8 and 7.5 in the 

subcooled flow boiling experiments at high wall heat flux conditions (75‒95 % of CHF). The K values were 

obtained while matching the wall heat flux predicted by the wall heat partitioning model with their data. Delvalle 
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and Kenning [9] accounted for the overlaps of the area of bubble influence. This is to prevent the area of bubble 

influence from increasing unacceptably in the case where many nucleation sites exist on the heater surface. 

The above literature review suggests that the experimental study of K based on flow boiling experiment is 

very scarce. Also, there is no direct observation of K associated with the sliding bubbles. The bubble sliding is 

highly probable [5, 24] and has critical impact on wall heat transfer in subcooled boiling flows [2, 3, 17]. Therefore, 

it is important to gain the correct physical insight and apply it to the relevant boiling models. In literature, some 

researchers employed the same bubble influence factor K for both departure and sliding bubbles [6, 12]  while others 

took different approaches [5, 7] (see Table 1). However, there is no experimental evidence to determine how 

appropriate these modelling approaches are. 

This paper discusses the new experimental findings that can improve the physical insight into the heat 

transfer effect of sliding bubbles in subcooled boiling flows. For this study, Yoo et al.’s experiment [16, 17] has 

been revisited which simultaneously and clearly observed both dynamic behaviors and thermal effects of sliding 

bubbles under various subcooled flow boiling conditions, and we analyzed the experimental data (image data) from 

a new perspective to find the new physical insight. In the following sections, the data analysis method, new 

experimental findings, and specific knowledge gaps that need to be filled to improve the existing CFD boiling 

models are described.      

   

2.  An experimental work of Yoo et al. (2016) [16, 17] and image data analysis  

2.1. Subcooled flow boiling experiment of Yoo et al. (2016) [16, 17] 

The experimental data (image data) of Yoo et al. (2016) has been revisited and analyzed for the present 

study. Yoo et al. (2016) performed a subcooled flow boiling experiment with one-side heated rectangular channel as 

shown in Fig. 2. The working fluid was NOVEC
TM

 7000 (3M Inc.). The fluid flew upward through a flow area of 

10×10mm
2
. The heater wall was designed such that the heated length (L0) and width (H0) was 224 mm and 7.5 mm, 

respectively. Only a single nucleation site was activated in the middle of heater wall (L/L0≈0.41) during the 

experiment (L denotes the relative axial location from the beginning of heater within L0, i.e., 0≤L/L0≤1). This is to 

enhance the quality of bubble images and infrared (IR) thermal images for visual observation. As a result, the 

detailed observation of both bubble behaviors and their effect on wall heat transfer was achieved. During the 
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experiment, three high-speed cameras (HSCs) and one IR camera were placed around the test section for bubble 

imaging and wall temperature thermal imaging, respectively. Specifically, HSC 1 and HSC 2 were used to observe 

the bubble behavior from the side of bubbles (side view) while HSC 3 captured the bubble behavior from the top of 

the bubbles (top view). Applying the different resolutions and observation-views to these cameras (see Fig. 2), 

multi-scale and multi-view observation was achieved. Also, the heat transfer effect of sliding bubbles was captured 

in detail using IR thermometry, the measurement accuracy of which was proved through extensive validations in our 

previous study [25].                   

The Yoo et al. experiment (2016) was conducted at atmospheric pressure within ranges of mass flux (G), 

wall heat flux (qw
’’
), and inlet subcooling (ΔTsub,in) of about 140–700 kg/m

2
s, 8–35 kW/m

2
 , and 4.5–13.6 °C, 

respectively. Note that in most cases, the bubbles generated at the nucleation site tended to slide along the heater 

surface until exiting the test section. Accordingly, the experimental study was focused on the various sliding bubble 

parameters and associated thermal effects. Readers should refer to Yoo et al. (2016) [16, 17] for more information.           

   

 

Fig. 2. A subcooled flow boiling experiment performed by Yoo et al. [16, 17] 
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2.2. Image data analysis and characterization of sliding bubble parameters 

In addition to achieving high image quality, special care was also made in Yoo et al. experiment [16, 17] to 

obtain reliable statistics of measured parameters via the analysis of numerous images. This process is important to 

avoid misleading conclusion that may arise from the random nature of boiling parameters, as discussed in our 

previous study [26]. In this study, the sliding bubble parameters were characterized by analyzing 36,000 and 40,000 

images obtained from HSC 1 and HSC 3 respectively, and 2,000 thermal images from IR camera. The key sliding 

bubble parameters characterized for this study are (i) bubble size during sliding, (ii) bubble sliding trajectory, and 

(iii) wall area influenced by sliding bubbles (i.e., area of bubble influence).       

Fig. 3 shows the representative bubble images and IR thermal image taken by Yoo et al. (2016). To 

characterize the bubble sliding trajectories, the bubble images taken from the top view (HSC 3) was utilized. The 

process of characterization is briefly summarized in Fig. 4. The characterization was first performed by converting 

the original bubble images to binary ones and then, generating the bubble residence fraction map. In the bubble 

residence fraction map, the relative fraction of bubble residence during the measurement period was presented as a 

value between 0 and 1. The higher value implies that the bubbles slide through the given location on the wall more 

frequently during the measurement period.        

Fig. 5 shows a wall temperature profile across the heater width (H/H0) typically observed by Yoo et al. 

(2016) [16, 17] (H is the relative location across the heater width within H0. i.e., 0≤H/H0≤1). In the single-phase 

region upstream of the nucleation site at L/L0=0.40, the wall temperature profile showed parabolic shape due to the 

thermal conduction at both edges of heater. The wall temperature profile was then significantly distorted 

downstream of the nucleation site at L/L0=0.43 and 0.81. This is due to the effect of sliding bubbles. In the 

experiment, the local distortion of the wall temperature profile was clearly observed around the path of sliding 

bubbles, indicating the heat transfer effect of the sliding bubbles. Fig. 5 also shows that at the region closer to the 

nucleation site (i.e., L/L0=0.43) the wall temperature profile was distorted within relatively restricted area while the 

temperature profile became flatter at the downstream region (i.e., L/L0=0.81). This is because the sliding bubbles 

slid through a narrow path during the initial sliding phase (i.e., just after departing from the nucleation site), whereas 
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the bubbles spread widely across the heater width as they slid downstream. More details about this observation will 

be discussed in Section 3.  

As noted before, the wall temperature distribution at each boiling test condition was characterized by 

analyzing 2,000 IR thermal images. To define the area of bubble influence in the presence of sliding bubbles, we 

first compared the characterized wall temperature profile and heat transfer coefficient under the influence of sliding 

bubbles with those of the single-phase flow region. Then, the wall temperature gradient and inflection point (i.e.,∇Ti, 

∇2Ti) were analyzed to determine the area of bubble influence as shown in Fig. 5. (in Fig. 5, the subscript i denotes 

i
th

 pixel point from the left of heater wall across the heater width).  

 

 

Fig. 3. Representative images taken from the high-speed cameras and IR camera 
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Fig. 4. Characterization of bubble sliding trajectories at a given test condition  

  

 

Fig. 5. Area of bubble influence determined based on IR wall temperature measurement  
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3. New experimental findings and current knowledge gaps  

3.1. Bubble sliding trajectory and its effect on the area of bubble influence   

One important finding during the present study is that the wall area influenced by sliding bubbles 

significantly depends on the bubble sliding characteristics, especially the bubble sliding trajectory. The visual 

observation revealed that all the bubbles departing from a single nucleation site slid through various trajectories 

rather than following a single straight path. This results from the stochastic motion of the sliding bubbles, which is 

caused by the interaction between the bubbles and surrounding liquid. The specific mechanisms that are involved 

with the bubbles’ stochastic motion include (i) turbulent characteristics of surrounding liquid, (ii) relative velocity 

between the bubbles and surrounding liquid, (iii) bubble growth characteristics, (iv) bubble shape deformation, etc.    

This observation is in contrast to the physical assumption that has been widely taken by the existing CFD 

boiling models which address the heat transfer effect of sliding bubbles [5, 6]. The difference between the CFD 

boiling models and the current experimental finding is presented in Fig. 6. Typically, the CFD boiling models 

assume that the sliding bubbles always travel along a straight path, and the area of bubble influence is determined by 

multiplying the constant K (bubble influence factor) to the sliding bubble size without considering the effect of 

bubble sliding trajectory. In the experiment, however, each bubble departing from the nucleation site had its own 

sliding path with lateral waving motions (see the right side of Fig. 6). Also, it is important to note that the 

characterized feature of such bubble sliding trajectory (see Fig. 4) was observed closely related to the sliding bubble 

size (Dsl).  

To better understand the relationship between the sliding bubble size and bubble sliding trajectory, a bubble 

spreading factor S is defined, which characterizes the total width of bubble sliding trajectories relative to the sliding 

bubble size during the measurement period:  

slsl

sl

Dl

A
S        (3) 

(where Asl is the projected area swept by sliding bubbles, lsl is the sliding distance, and Dsl is the average sliding 

bubble diameter within the sliding distance)  

Then, for a given sliding distance (lsl =4.5 mm), we evaluated the bubble spreading factor S based on the 

observations of the sliding bubbles from HSC 3 under 14 different subcooled flow boiling conditions (see Fig. 4). 
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The results are shown in Fig. 7. Fig. 7 implies that the small sized sliding bubbles spread more across the heater 

width relative to their size (Dsl), compared to the large sized sliding bubbles. Also, it is important to mention that 

this sliding characteristic represented by S, which depended on the sliding bubble size (Dsl), played a critical role in 

determining the wall area influenced by the sliding bubbles and thus the bubble influence factor K. The thermal 

influential area due to the sliding bubbles and corresponding bubble influence factor K was obtained based on the IR 

thermal imaging as shown in Fig. 3. The results showed that the smaller the average sliding bubble size at a given 

boiling test condition the wider the thermal influential area relative to their size, which means higher K [see Eq. (2)]. 

Specifically, Fig. 8 shows that the bubble influence factor (K) is a strong function of sliding bubble size (Dsl). The 

varying trend of K against the sliding bubble size (Dsl) is seen to be similar to that of the bubble spreading factor (S) 

shown in Fig. 7. This is because the bubble sliding characteristic, represented by S, significantly affected the area of 

sliding bubbles’ thermal influence on the wall. In Fig. 8, the value of K is shown as high as 14 for the smallest size 

of sliding bubbles. This value is much higher than those reported by the previous researchers (see Table 2). The flow 

disturbance induced by the sliding motions of the (growing) bubbles is believed to be responsible for the bubble 

influence factor (K) that is significantly higher than the bubble spreading factor (S). That is, the dynamic behavior of 

sliding bubbles, which is barely expected in pool boiling conditions, would have caused the greater area of thermal 

influence. It is also interesting to note that the ratio between the K and S (i.e., K/S) was kept to be around 2 (or 

slightly higher) for the all test cases observed in the Yoo et al. experiment.   

The present study strongly implies that the existing CFD boiling models, which (i) assumes K as constant 

or (ii) assumes the same value of K in Eqs. (1) and (2), do not properly reflect the true effect of sliding bubbles. Fig. 

8 also shows that the deviation between the K values reported in the literature and present observation became larger 

as the sliding bubble size became smaller. This observation indicates that the physical distortion caused by the 

deficiency of existing models for K may become worsened for the CFD simulation of ‘high-pressure’ flow boiling 

system because the smaller sized sliding bubbles are more likely to occur at high system pressures.  

The observations shown in Figs. 7 and 8 are closely related to the fact that the smaller bubbles experienced 

stronger stochastic motion during sliding. This may seem contradictory to the observations of the previous 

researchers with air/gas bubbles rising in a stagnant liquid [27, 28]. In general, the stochastic bubble motion (e.g., 

rocking motion) occurs due to the interaction between the bubbles and surrounding liquid; for example, the 

surrounding liquid is disturbed as the bubbles move through the liquid, and the disturbed flow affects in turn the 
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motion of the bubbles. In a stagnant liquid, larger air/gas bubbles usually exhibit more stochastic motions. This is 

because the larger bubbles are driven by stronger buoyancy force (in vertical channel) with deformable shape, thus 

resulting in stronger degree of flow disturbance in the surrounding liquid. In the subcooled boiling flow, however, 

more attention is required because the surrounding liquid moves with the bubbles and the bubbles grow during 

sliding. In this case, the turbulence characteristic of the flowing liquid can significantly affect the stochastic motion 

of the sliding bubbles. Yoo et al. (2016) observed that, as the mass flux (or velocity) of the surrounding liquid 

increased, the sliding bubbles became smaller and moved slower near the nucleation site. That is, the bubbles 

became smaller as the mass flux increased, and thus they were likely to be influenced by the stronger turbulence of 

the surrounding flow. This can partly explain why the bubble spreading factor (S) and bubble influence factor (K) 

increased with the decrease of bubble size in Figs. 7 and 8, but it is not enough to fully explain the mechanism. We 

observed that when the mass flux of the surrounding liquid was fixed, the S and K decreased with the increase of 

bubble size by increasing the heat flux or decreasing the subcooling degree. This implies that the growth behavior of 

sliding bubbles (e.g., inertia of bubble growth) can be another factor affecting the stochastic motion of the sliding 

bubbles. Thus, more investigation is required.        

 

 

Fig. 6. Bubble sliding trajectory assumed in CFD boiling models (left) and experimental observation (right) 



15 

 

 

Fig. 7. Bubble spreading factor (S) depending on the size of sliding bubble 

 

Fig. 8. Bubble influence factor (K) depending on the size of sliding bubble  
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Lastly, the dependency of K on the size of sliding bubbles, shown in Fig. 8, was observed consistent 

regardless of the bubble sliding distance considered as shown in Fig. 9. Therefore, an empirical model can be 

proposed to estimate the bubble influence factor K for the sliding bubbles as a function of Eotvos number: 

  

)9.5exp(4.107.3 EoK       (4) 

(where Eo is the Eotvos number defined using the average sliding bubble diameter over the sliding distance 

(lsl) 


 2
slgD

Eo


 , Δρ is the density difference between liquid and vapor phase, g is the gravitational acceleration 

[kg/m
2
] and σ is the surface tension [N/m].) 

It is noted that Eq. (4) is proposed such that the upper and lower limit of K is 14.1 and 3.7, respectively 

based on the present observation. Fig. 10 shows that the predictions of bubble influence factor K using Eq. (4) agree 

well with the experimental measurements.    

 

 

Fig. 9. Bubble influence factor (K) measured with different sliding distance lsl 
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Fig. 10. Prediction of K for the sliding bubbles using Eq. (4) 

3.2. Influence of bubble sliding characteristic on wall heat transfer 

The present study also revealed that the degree of wall heat transfer enhanced by sliding bubbles 

significantly depended on the bubble sliding behavior characterized by bubble spreading factor (S) [Eq. (3)]. In Fig. 

11, the ratio of wall heat transfer coefficients, h2ϕ/h1ϕ, measured between the single-phase (upstream of nucleation 

site) and two-phase (downstream of nucleation site) regions is plotted according to the variation of S. Note that h2ϕ 

was evaluated within the area of bubble influence (Ai) as described in sections 2 and 3. Fig. 11 indicates that the 

h2ϕ/h1ϕ, the degree of wall heat transfer enhancement due to the sliding bubbles, is inversely proportional to the 

magnitude of bubble spreading factor (S). 
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Fig. 11. Wall heat transfer enhancement induced by sliding bubbles depending on bubble spreading factor (S)   

 

To gain a better insight into the underlying mechanism, we analyzed the temporal fraction of the sliding 

bubble residence along the heated wall during the measurement period of HSC 3 (80 sec, see Fig. 2). The temporal 

fraction of the sliding bubble residence can be characterized using the two parameters as follows:  


mm tt

RR dtdttzyFzyF

00

/),,(),(      (5) 

  

slsl l ySl yS

RR dzdydydzzyFF

0

)(

00

)(

0

00

/),(      (6) 

(tm is the total measurement time, S0(y) is the width of the area of bubble influence at axial location y, and y is the 

axial direction along the upward flow as shown in Fig. 11, and z is the lateral direction across the heater wall). 
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In Eqs. (5) and (6), ),( zyRF  denotes the time-averaged local temporal fraction of the sliding bubble 

residence (two-dimensional in space, see Fig. 11), while RF  denotes the time- and area-averaged temporal fraction 

within the area of bubble influence. Note that ),( zyRF  and RF  are associated with the ‘effective’ frequency of the 

sliding bubbles per unit wall area. For instance, a higher value of RF  or ),( zyRF  may cause a stronger effect of 

transient conduction due to the frequent movement of sliding bubbles within the wall area of interest.    

Fig. 12 shows the typical development of ),( zyRF  along the upward flow path of sliding bubbles. The 

sliding bubbles that just left the nucleation site tended to pass through a narrow path with a higher value of 

),( zyRF  (for L/L0=0.43). Thereafter, the sliding bubbles gradually spread across the heater width while travelling 

downstream and the value of ),( zyRF  decreased accordingly. We can infer from this observation that the transient 

conduction due to the sliding bubbles can be limited to a narrow wall area near the nucleation site, but its strength 

will be strong due to the high frequency of sliding bubbles. By contrast, the effect of transient conduction can extend 

to a larger wall area at the downstream region (L/L0≥0.49) but the strength will become weakened.          

In Fig. 13, the dependency of RF on bubble spreading factor (S) is presented based on the experimental 

observations at 14 different subcooled flow boiling conditions. Fig. 13 shows that RF decreases as the value of S 

increases. This is because the effective sliding bubble frequency per unit wall area decreased as the sliding bubbles 

spread across the heater width. As a result, the effect of transient conduction within the area of bubble influence is 

expected to deteriorate as the value of S increases. Looking back at the result shown in Fig. 11, this is one of the 

main reasons causing the degree of wall heat transfer enhancement (h2ϕ/h1ϕ) to deteriorate as the value of S increased. 

From a perspective of modeling, this also leads to a conclusion that the effect of sliding characteristic, represented 

by S, should be considered for modeling the transient conduction associated with sliding bubbles.      
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Fig. 12. A typical development of ),( zyFR  along the heated wall  

(H0 is the total heater width (=7.5 mm) and H is the horizontal position within H0) 

 

Fig. 13. Observed relation between RF  and S 
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4. Conclusions 

This study revealed new physical insights into the heat transfer effect of sliding bubbles. One important 

finding is that the bubble sliding behavior, characterized by bubble sliding trajectories, plays a crucial role in 

determining the wall area influenced by sliding bubbles and thus bubble influence factor (K). The bubble sliding 

characteristic was observed strongly dependent on the sliding bubble size. From this observation, an empirical 

model has been proposed to evaluate the bubble influence factor (K). Another important finding from this study is 

that the degree of wall heat transfer enhanced by sliding bubbles significantly depends on the sliding characteristic 

represented by bubble spreading factor (S). This is due to the fact that the effective frequency of the sliding bubbles 

per unit wall area decreases as the bubbles spread across the heater width while sliding.      

The experimental insight achieved from this study helps to improve the existing CFD boiling models, 

particularly the model of transient conduction for the sliding bubbles. Note that the accurate prediction of the area of 

bubble influence associated with sliding bubbles can significantly affect the number and distribution of active 

nucleation sites at the downstream of flow boiling channel, two-phase flow regime, boiling curve, and thus the 

overall performance of the CFD boiling analysis. Moreover, the large discrepancy of bubble influence factor (K) 

between the present observation and the values adopted in the previous CFD boiling studies strongly implies that 

there is much room for improvement. In particular, a special care needs to be paid to the CFD analysis of high-

pressure flow boiling system which is expected to involve small sized sliding bubbles.       

As a future work, it would be valuable to investigate the heat transfer contribution of sliding bubbles within 

the overlapping region of bubble sliding trajectories.    
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